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B R L LS  Tbc 10-50.80.080.B: Min. Number of Accessible Spaces
Table 10-50.80.080.B
Total Parking in Lot Required Min Number of Accessible Spaces
| to 20 I
21 to 40 2
4] to 60 3
61 to 80 4
81 to 100 5
10l to 140 6
141 to 200 7
201 to 300 8
301 to 400 9
401 to 500 10
501 to 1000 2% of total
>1,000 20 plus | for each 100 over 1,000

Proposed Standards in

Table 10-50.80.080.B Table 10-50.80.080.B: Min. Number of Accessible Spaces
Total Parking in Lot Required Min Number of Accessible Spaces
| to 25 |
26 to 50 2
51 to 75 3
76 to 100 4
0] to 150 5
51 to 200 6
201 to 300 7
301 to 400 8
401 to 500 9
501 to 1000 2% of total
>1,000 20 plus | for each 100 over 1,000
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Summary Table Showing how the Existing Flagstaff Standards Compare to Proposed
Federal ADA Standards for Accessible Parking Spaces

Existing Flagstaff Proposed Federal Required Min. Number of

Standards ADA Standard Accessible Spaces
| to 20 | to 25 I
21 to 40 26 to 50 2
41 to 60 51 to 75 3
61 to 80 76 to 100 4
8l to 100 101 to 150 5
101 to 140 151 to 200 6
141 to 200 201 to 300 7
201 to 300 301 to 400 8
301 to 400 401 to 500 9
401 to 500 -- 10
501 to 1000 501 to 1000 2% of total
>1,000 >1,000 20 plus | for each 100 over 1,000

Graph Showing the Relationship Between the Existing Flagstaff Standards v.
Proposed Federal ADA Standards for Accessible Parking Spaces
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NOTES:

For both the Existing Flagstaff Standard and the proposed Federal ADA Standard, when more than 501
total parking spaces are provided, the same standard for the number of accessible spaces applies, i.e.

2% of the total number of spaces.

Similarly when more than 1,000 total parking spaces are provided, a minimum of 20 accessible spaces
plus one space for each 100 parking spaces over 1,000 are required.
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